
Flowmax 400i is a flow meter calculating the volume flow of liquids.
Based on the ultrasonic technology Flowmax 400i is able to
measure conductive and non-conductive liquids contactfree. It is
particularly suitable for the automation area of process systems
with highly dynamic processes, such as when used in combination
with a diaphragm or peristaltic pumps. Dosing with dosing times
less than 1 second with a very good repeatability are possible.

Flowmax 400i has no moving parts and is absolutely free of wear.
The design of the pipe minimizes dead space over the whole
consistent geometry. All wetted parts are made of PFA (New
Teflon). This allows Flowmax to be used in highly alkaline, highly
toxic and/or very aggressive media such as concentrated acids and
alkalis. It has a high accuracy and repeatability. Empty pipe
detection is integrated. Optionally Flowmax 400i have a PID
controller function. Optionally, a simple quality control of the
medium is possible.

Ultrasonic Flow meter
Flowmax® 400i

With the Display- and Programmunit FlowCon 
200i available as an option, all instrument 
parameters are freely configurable. It can be 
ordered separately and is not included with the 
case.

The wide variety of out-/inputs depends on the 
plug selection.

Example: Measuring points of a calibrated Flowmax 400i with the maximum allowable envelope 
according  definitions

Further information:
MIB GmbH
Im Bürgerstock 7, D-79241 Ihringen
Tel. 0049 / (0 ) 7668 – 90 98 9-0
Fax: 0049 / (0 ) 7668 – 90 98 9-99
Mail: zentrale@mib-gmbh.com
Web: www.flowmax.de

* higher temperature range on request
Technical subjects to be changed!

Housing
Material pipe PFA (Perfluoralkoxy)

electronics PP (Polypropylene)
nut PVDF (Polyvinylidene fluiride) or PFA

option: NPT adaption (Flare to NPT), PFA
Protection class IP65
Medium temperature 0° …80°C*
End of measuring range in l/min 0.02/0.09 - 6 0.3 - 24 0.9 - 60 1.2 - 120
Diameter DN 7 10 15 20
Max. pressure 7 bar 7 bar 7 bar 7 bar
Process connection
Sealless tube connection (Flare) 3/8” 1/2” 3/4” 1”
Dimensions L/W/H in mm 209/120/79 209/120/79 209/120/82 209/120/92
Weight in kg 1.3 1.3 1.3 1.6

Electronics
Power supply 24VDC / 3.6W
Connection M12x1 plug, 5 or 8 pin
Outputs current output 0/4-20 mA

2 digital outputs, configurable as pulse and/or alarm output
Input 1 digital input, usable for dosing start or zero offset 
Communication interface Data interface (1 wire) alternative RS-485 (2 wire)
Max. error of measurement ±2% o.r. ±3 mm/s (o.r. = of reading)

option. ±1% o.r. ±3 mm/s (o.r. = of reading)
Reference conditions (VDI/VDE 2642)

Repeatability ≤ 0,5%
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