


Features of the 

MCF air flowmeter 

A dedicated air/nitrogen mass flowmeter, 
indispensable for cutting compressor energy use. 

I Practical measurement range of 50:1 and extended range function providing up to 2 times 

the standard range are useful for detecting air leakage 
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I Reverse flow detection function 

Useful for loop piping. Reverse flow detection 
and forward-reverse flow integration functions 
are provided. 

I Easy maintenance without removal from the piping 

The measurement unit can be dismounted and replaced 
for easy maintenance at the 
application site without 
disconnecting the pipes. 
(Pipe sizes 25/40/S0A only) 

I The MCF is a mass flowmeter. 

Thermal mass flow measurement 
using Yamatake's Micro Flow (µF) 
sensor ensures correct measurement 
even if gas temperature or pressure 
changes. 

Flow rate range Flow rate range X 2 

I Model lineup meets a variety of application requirements 

For ease of use and ease of selection, 
models in a broad range from 
small to large are available. 

Pipe size: 8/15/25/40/S0A 

Range: 200/500/3000/6000/12000 L/min 

I Use a single MCF for flow in various directions 

The display unit can rotate more than 90° 

counterclockwise and more than 180° clockwise. 

CWlBO" 

cwao· 

ccwso· 

Application examples 

Detecting air leakage Instantaneous 
flow rate 

[Q] 
Substantial reduction of air 
leakage by determining the 
leakage quantity - generally 
said to be around 30% - and 
repairing the leaks. 

Plot the instantaneous 
flow rate using a PC. 

Cost management for production line or whole department 

Knowing the total flow quantity and cost for an 

Supply of appropriate quantities 

Since the air quantity used by equipment 
can be checked to know if it is appropriate, 
waste can be reduced by restricting the 
air supply to an appropriate quantity. 





icenta Controls Ltd, Unit 3 The Woodford Centre, Lysander Way, 
Old Sarum Park, Salisbury, SP4 6BU 0AT UK
Tel: +44(0)1722 439880  Lo-Call: 0844 543 0844  Fax: +44(0)1722 326818 EmEmail: sales@icenta.co.uk  www.icenta.co.uk��




